
Stereo Listening Center

Application Diagram

General Specifications: Configurations:

LISTENING POST TM

web: www.auvionix.com           e-mail: info@auvionix.com toll-free: 877-273-9281         fax: 425-920-0823

LP1x1: One Input, One Output
LP1x2: One Input, Two Outputs
LP1x3: One Input, Three Outputs
LP1x4: One Input, Four Outputs
LP1x5: One Input, Five Outputs
LP1x6: One Input, Six Outputs
LP2x1: Two Inputs, One Output
LP2x2: Two Inputs, Two Outputs
LP2x3: Two Inputs, Three Outputs
LP2x4: Two Inputs, Four Outputs
LP2x5: Two Inputs, Five Outputs
LP2x6: Two Inputs, Six Outputs

Stereo Headphone Amplifier
with Volume Control

Connectors: 3.5mm Stereo--Gold Plated
Frequency Response: 20 Hz. - 20 kHz.
Total Harmonic Distortion: < .025%
Input Impedance: 10KΩ
Headphone Level: Max 3V into 32Ω
Supply Voltage: 9V AC.
Power Consumption: 40 mA Max.
Dimensions:
  Height = 1.00 inches
  Width = 4.00 inches
  Depth = 3.00 inches

The Listening Post is intended
for use in education and training
situations where external
headphone control and
amplification are required.

The Listening Post allows
multiple headsets to be
connected to one multimedia
source.

These units typically mount
under the front lip of a computer
desk for easy headphone
connection and volume control.
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Stereo Listening Center with
Individual Volume Controls

Application Diagram

General Specifications: Configurations:

LISTENING POST V TM

LPV1x1: One Input, One Output
LPV1x2: One Input, Two Outputs
LPV1x3: One Input, Three Outputs
LPV1x4: One Input, Four Outputs
LPV1x5: One Input, Five Outputs
LPV1x6: One Input, Six Outputs
LPV2x1: Two Inputs, One Output
LPV2x2: Two Inputs, Two Outputs
LPV2x3: Two Inputs, Three Outputs
LPV2x4: Two Inputs, Four Outputs
LPV2x5: Two Inputs, Five Outputs
LPV2x6: Two Inputs, Six Outputs

Stereo Headphone Amplifier  with
separate volume control for each output

Connectors: 3.5mm Stereo--Gold Plated
Frequency Response: 20 Hz. - 20 kHz.
Total Harmonic Distortion: < .025%
Input Impedance: 10KΩ
Headphone Level: Max 3V into 32Ω
Supply Voltage: 9V AC.
Power Consumption: 40 mA Max.
Dimensions:
  Height = 1.50 inches
  Width = 5.00 inches
  Depth = 5.00 inches

The Listening Post is intended
for use in education and training
situations where external
headphone control and
amplification are required.

The Listening Post allows
multiple headsets to be
connected to one multimedia
source.

These units typically mount
under the front lip of a computer
desk for easy headphone
connection and volume control.
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Application Diagram

General Specifications: Configurations:

LP2x6P: Two Inputs, Six Outputs
LP2x7P: Two Inputs, Seven Outputs
LP2x8P: Two Inputs, Eight Outputs
LP2x9P: Two Inputs, Nine Outputs
LP2x10P: Two Inputs, Ten Outputs

Rack Mount Stereo Headphone Amplifier
with Individual Volume Controls

Connectors: 1/4” Stereo
Frequency Response: 20 Hz. - 20 kHz.
Total Harmonic Distortion: < .025%
Input Impedance: 10KΩ
Headphone Level: Max 3V into 32Ω
Supply Voltage: 9V AC.
Power Consumption: 200 mA Max.
Dimensions:
  Height = 2.00 inches
  Width = 19.00 inches
  Depth = 5.50 inches

The Listening Post Pro/B is
intended for use in recording
studio or reinforcement
environments where external
headphone control and
amplification are required.

These units are standard 19”
rack mountable.

Professional Stereo Listening Center
LISTENING POST PRO TM
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